
 

ROUNDED SSD 
FOR DESIGN 1 

(m) 

CALCULATED 
K VALUES 2 

K VALUES 
ROUNDED 

FOR 
DESIGN 

DESIGN 
SPEED 

(km/h) 
Des. Min. Des. Min. Des. Min. 

20 35 20 1.9 0.6 2 1 
30 50 35 3.8 1.9 4 2 
40 65 50 6.4 3.8 7 4 
50 85 65 11.0 6.4 11 7 
60 105 85 16.8 11.0 17 11 
70 130 105 25.7 16.8 26 17 
80 160 130 38.9 25.7 39 26 
90 185 160 52.0 38.9 52 39 
100 220 185 73.6 52.0 74 52 
110 250 220 95.0 73.6 95 74 
120 285 250 123.4 95.0 124 95 

 
Notes: 
 
1 Stopping sight distances (SSD) are from Figure 42-1A. 
 
2 K values are calculated using rounded values for design stopping sight distance, eye height 

of 1080 mm, and object height of 600 mm. 
 
3. If curbs are present, and K > 51, proper pavement drainage should be ensured near the 

high point of the curve. 
 
 

K VALUES FOR CREST VERTICAL CURVE 
(Stopping Sight Distance – Passenger Car) 

 
Figure 44-3A 


